Exudrain:Passive LIERIPLAST

LOW PRESSURE WOUND DRAIN SYSTEM - QUICK GUIDE

GETTING STARTED EMPTYING THE BULB REMOVING THE DRAIN

Remove under aseptic technique and
Open mp \ I adhere to hospital protocol

Step 1: Step 2:
A: Close the Reopen the inlet
inlet clamp. clamp.
(Ensure outlet
clampis
1. Close the inlet clamp. Create vacuum in B: (C)pen.)
X . : Compress the
the bulb by ensuring the outlet clamp is bulb
open and then squeeze the bulb. Close the '
outlet clamp. a ¢ _ _ _
, G ose outlet clamp before 1. Slide the inlet clamp to just below the
2. Screw the drainage bag to the base of changing the drainage bag to connection to the drainage catheter and
the bulb. prevent spillage. close it.
@ To ensure the drainage bag is on securely, F For PASSIVE DRAINAGE, ensure 2. Leave the drain clamped for a minimum
twist until the lug is engaged with the inlet clamp is closed and bulb is of 30 minutes to allow the pressure
drainage bag. empty. Invert bulb and remove within the wound to dissipate.

drainage bag to release bulb

pressure. Reattach drainage bag. 3. Remove any securing sutures and

dressing.

3. Connect the pre-vacuumed drain to the
drainage catheter.

4. Support the wound area surrounding
the catheter and slowly pull the catheter
out of the wound with a slight rotating
motion.

4. Open the inlet and outlet clamps to start
wound drainage.

CHANGING THE BAG
The bulb does not have to fully expand

F For PASSIVE DRAINAGE, close the 0
1. Close outlet clamp, remove drainage bag and close prior to removal.

inlet clamp, do not compress bulb,
connect drainage bag if required
and connect drain to the drainage
catheter.

drainage bag cap.
2. Attach new drainage bag and open outlet clamp. If the catheter is difficult to remove, do

not force it. Please inform the surgeon.
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